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Chimney connection system <SPK> 

DesCriPtion

CHIMNEY CONNECTION SYSTEM <SPK>

Chimney connection system <SPK> is used for building chimney 
connections (connecting stove with chimney duct), made with mild 
steel sheet type DC01 (according to EN-10130/07). It is recom-
mended to be used with smoke extraction ducts from fireplaces 
and solid fuels burning devices working without condensation, 
where the temperature can rise up to 1000oC.
Chimney connection elements <SPK> can not be used to build                
a  chimney duct.
Maximum working temperature  -  600oC
Certificate of Factory Production Control 1450-CPD-0007 issued 
by INig Cracow.

Marked with CE sign.

Elements laser welded coated with Senotherm heat resistant paint 
in  black or cast grey colour.

2 years warranty

bell joint PiPe ConneCtion

Individual elements of the chimney connection system are being 
joint by the way of pushing one part of the element - specially 
press-formed (a spigot), into the other, not prefabricated part of 
the element. Thanks to this type of pipe joining, chimney connec-
tion is characterized by very tight and stiff construction. It also 
assures the proper flow of smoke in the duct. The elements should 
be connected with the press-formed side up. Eventual change of 
this mounting schema (for example to prevent from condensate 
outbreak) can be performed with the usage of male connections. 
The proper condensate flow can be granted by the usage of fema-
le connections (with anti-condensation protection).

table of layouts anD sizes

MEASUREMENTS DESTINATION

Connections between elements 
should be sealed with a special, 
resistant to 1200oC, sealant.

1.Spigot

Fig. Method of joining chimeny connection pipe elements 

Lr   
Dz
Dw
Dk

D - smoke ducts- metal sheet layout [mm]±0,1
- outer diameter of pipe [mm]
- inner diameter of pipe [mm]
- outer diameter of spigot [mm]

Diameter DN Lr Dz Dw Dk=DN

120 386 125 121 120

130 418 135 131 130

150 481 155 151 150

160 512 165 161 160

180 575 185 181 180

200 638 205 201 200
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moDel aPPliCation of the elements 

Pos Name Denotation

1 Female connector ZZ150-CZ2

2 Straight pipe 250 [mm] RP150/250-CZ2

3 Adjustable elbow 45° KNS150/45-CZ2

4 Male connector ZM150-CZ2

5 Straight pipe 0,5 m RP150/500-CZ2

6 Angular wall insert with insulation WKK150/45-CZ2

Fig. Example of a chimney connection of a fireplace insert with pre-instal-
led damper. Connection at the angle of 45o can be made with the usage 
of special wall-insert. Pipe element ending that is put into the wall insert 
should be cut at the proper angle, so the pipe does not go into the chimney 
duct causing an obstruction.

Fig.Example of chimney connection construction for a fireplace with 
cladding

Pos Name Denotation

1 Reducer (adapter) RD200/180-CZ2-R

2 Chimney damper SZK180-CZ2

3 Radiator pipe RPZ180/500-CZ2

4 Adjustable elbow 90O with revision KNSr180/90-CZ2

5 Straight pipe 250 [mm] RP180/250-CZ2

6 Rosette ROZ180-CZ

7 Double-walled insert WD180-CZ

Fig.Example of a chimney connection of wood burning stove to a cera-
mic chimney (f.e. Schiedel).

Pos Name Denotation

1 Reducer (adapter) RD200/180-CZ2-R

2 Chimney damper SZK180-CZ2

3 Radiator pipe RPZ180/500-CZ2

4 Adjustable elbow 90O with revision KNSr180/90-CZ2

5 Straight pipe 250 [mm] RP180/250-CZ2

6 Wall insert to ceramic chimneys WKC150/160-CZ2
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1. straight PiPe  1000 [ mm ] rP

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

2. straight PiPe 500 [ mm ] rP

DENOTATIONS / PRODUCT CODES MATERIALS

RP   x   / 1000  -  CZ   2
sheet thickness

material
length [mm] 

nominal diameter DN 

straight pipe

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

Weight [kg] 6.20 6.70 7.70 8.20 9.20 10.25 11.20 12.70

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

RP   x   /   500  -  CZ   2
sheet thickness

material
length [mm] 

nominal diameter DN 

straight pipe

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

Weight [kg] 3.10 3.35 3.85 4.20 4.60 5.10 5.60 6.35

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

RP

RP
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3. straight PiPe 250 [ mm ] rP

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

4. raDiator PiPe 500 [ mm ] rpZ

DENOTATIONS / PRODUCT CODES MATERIALS

RP   x   / 250  -  CZ   2
sheet thickness

material
length [mm]

nominal diameter DN 

straight pipe

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

RPZ   x   / 500  -  CZ   2
sheet thickness

material
length [mm]

nominal diameter DN 

radiator  pipe

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

Weight [kg] 1.55 1.70 1.95 2.10 2.30 2.55 2.80 3.18

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 151.0 161.0 181.0 201.0 221.0 251.0

Weight [kg] 6.55 6.80 7.70 8.60 9.25 10.00

RP

RPZ
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5. tee 90o tr/90

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

6. tee 45o tr/45

DENOTATIONS / PRODUCT CODES MATERIALS

TR   x   / 90  -  CZ   2
sheet thickness

material
angle 90O

nominal diameter DN 

tee

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

TR   x   / 45  -  CZ   2
sheet thickness

material
angle 45O

nominal diameter DN 

tee

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

L [mm] 200 200 200 200 200 175 175.0 175.0

Weight [kg] 4.40 4.70 5.40 5.85 6.45 6.90 7.20 8.30

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

L [mm] 150.0 150.0 150.0 150.0 150.0 150.0 180.0 120.0

Weight [kg] 3.10 3.40 3.90 4.20 4.60 5.10 7.55 8.70

TR/90

TR/45



6 5

14. aDaPtor rury elastyCznej Duoflex aD

CATALOGue

DARCO Sp. z o.o. | 39-206 Pustków Osiedle 48  Poland | Branch 39-200 Dębica ul.Metalowców 43 Poland|
phone: + 48 14 680 90 00 | fax: + 48 14 680 90 01 | www.darco.com.pl | e-mail: darco@darco.com.pl

Chimney connection system <SPK> 

7. twin-flow tee trm

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

8. aDjustable elbow 90o with revision knsr/90

DENOTATIONS / PRODUCT CODES MATERIALS

TRM   x  / 90   CZ  -  2
sheet thickness

material
angle 90O

nominal diameter DN 

twin-flow tee 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

KNSR   x  / 90  -  CZ   2
sheet thickness

material
angle 90O

nominal diameter DN 

adjustable elbow  with revision 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

L [mm] 200.0 200.0 200.0 200.0 200.0 175.0 180.0 120.0

Weight [kg] 4.90 5.30 6.10 6.50 7.35 7.95 7.55 8.70

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 84.0 86.0 85.0 85.0 82.0 73.0 83.0 83.0

b2 [mm] 220.0 220.0 224.5 220.0 219.0 221.0 273.0 270.0

Weight [kg] 2.80 3.00 3.40 3.80 4.10 4.50 6.0 6.80

TRM

KNSR/90
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9. aDjustable elbow 45o kns/45

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

KNS   x   / 45  -  CZ   2
sheet thickness

material
angle 45O

nominal diameter DN 

adjustable elbow 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - Sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 84.0 86.0 85.0 85.0 82.0 73.0 83.0 83.0

Weight [kg] 1.80 1.90 2.10 2.20 2.35 2.50 3.30 3.30

KNS/45
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10. aDjustable elbow with revision- 4 segments knsr/uni

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

KNSR   x  / UNI  -  CZ   2
sheet thickness

material
angle

nominal diameter DN 

adjustable elbow with revision

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - Sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 84.0 86.0 85.0 85.0 82.0 73.0 83.0 83.0

b2 [mm] 205.0 190.0 180.0 160.0 160.0 145.0 220.0 200.0

b3 [mm] 205.0 190.0 180.0 160.0 160.0 145.0 220.0 200.0

b4 [mm] 265.0 285.0 275.0 280.0 290.0 300.0 335.0 330.0

b5 [mm] 225.0 220.0 200.0 200.0 200.0 200.0 280.0 260.0

L1 [mm] 535.0 535.0 525.0 500.0 515.0 505.0 650.0 640.0

L2 [mm] 200.0 200.0 190.0 160.0 180.0 200.0 240.0 230.0

L3 [mm] 440.0 440.0 440.0 415.0 430.0 420.0 540.0 535.0

L4 [mm] 225.0 220.0 200.0 200.0 200.0 200.0 280.0 260.0

Weight [kg] 3.90 4.30 4.80 5.20 5.70 6.30 8.80 9.60

AVAILABLE CONFIGURATIONS

KNSR/UNI
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

11. soliD elbow 90o with revision ksr/90

KSR   x  / 90  -  CZ   2
sheet thickness

material
angle 90O

nominal diameter DN 

solid elbow with revision

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 145.0 94.0 95.0 95.0 87.0 84.0 95.0 95.0

b2 [mm] 220.0 220.0 235.5 235.0 235.0 235.0 310.0 310.0

Weight [kg] 2.80 3.00 3.40 3.60 4.10 4.50 6.0 6.80

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

12. soliD elbow 90o ks/90 

KS   x  / 90  -  CZ   2
sheet thickness

material
angle 90O

nominal diameter DN 

solid elbow

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 145.0 94.0 95.0 95.0 87.0 84.0 95.0 95.0

b2 [mm] 220.0 220.0 235.5 235.0 235.0 235.0 310.0 310.0

Weight [kg] 2.80 3.00 3.40 3.60 4.10 4.50 6.0 6.80

KSR/90

KS/90
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

13. soliD elbow 45oc ks/45

KS   x  / 45  -  CZ   2
sheet thickness

material
angle 45O

nominal diameter DN 

solid elbow

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 145.0 94.0 95.0 95.0 87.0 84.0 95.0 95.0

Weight [kg] 1.80 1.90 2.10 2.20 2.35 2.50 3.33 3.90

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

14. soliD elbow 45oc with revision ksr/45

KSR   x  / 45  -  CZ   2
sheet thickness

material
angle 45O

nominal diameter DN 

solid elbow  with revision

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 121.0 131.0 151.0 161.0 181.0 201.0 221.0 251.0

b1 [mm] 187.0 184.0 174.0 170.0 170.0 165.0 145.0 132.0

Weight [kg] 2.10 2.30 2.60 2.80 3.10 3.50 3.80 4.30

KS/45

KSR/45
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

15. soliD elbow with Chimney DamPer, bloCkaDe anD revision   kssr

KSSR   x  -  CZ   2
sheet thickness

material
nominal diameter DN 

solid elbow with chimney damper, blockade and revision

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150

Dw [mm] 121.0 131.0 151.0

b1 [mm] 433.5 437.5 443.5

b2 [mm] 637.5 632.5 622.5

L [mm] 193.0 203.0 223.0

Weight [kg] 6.60 7.20 8.30

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES DENOTATIONS / PRODUCT CODES

16. reDuCers rD

RD   x  /  y  -  CZ   2  /  I
standard

sheet thickness
material

smaller nominal diameter DN2 

bigger nominal diameter w DN1

reducer

RD   x  /  y  -  CZ   2  /  I  -  S
 segmented

standard
sheet thickness

material

smaller nominal diameter DN2

bigger nominal diameter DN1

reducer

KSSR

RD/I-SRD/I

spigot spigot

bell
bell
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES DENOTATIONS / PRODUCT CODES

RD   x  /  y  -  CZ   2  /  II
reversed reducer 

sheet thickness
material

smaller nominal diameter DN2 

bigger nominal diameter DN1

reducer

RD   x  /  y  -  CZ   2  /  II  -  S
segmented

reversed reducer
sheet thickness

material

smaller nominal diameter DN2

bigger nominal diameter  DN1

reducer

TABLE OF VERSIONS AND AVAILABLE DIAMETERS

Diameter Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Ø120 - RD-II RD-II RD-II RD-II-S RD-II-S RD-II-S RD-II-S

Ø130 RD-I - RD-II RD-II RD-II RD-II-S RD-II-S RD-II-S

Ø150 RD-I RD-I - RD-II RD-II RD-II RD-II-S RD-II-S

Ø160 RD-I RD-I RD-I - RD-II RD-II RD-II-S RD-II-S

Ø180 RD-I-S RD-I RD-I RD-I - RD-II RD-II RD-II-S

Ø200 RD-I-S RD-I-S RD-I RD-I RD-I - RD-II RD-II

Ø220 RD-I-S RD-I-S RD-I-S RD-I-S RD-I RD-I - RD-II

Ø250 RD-I-S RD-I-S RD-I-S RD-I-S RD-I-S RD-I RD-I -

DN 1

DN 2

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

MATERIAL

RD/II RD/II-S

spigot spigot

bell
bell
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

17. reDuCer rDkw

RD   kw   A x B  / x  -  CZ   2
sheet thickness

material
nominal diameter DN 

measurements

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

18. Chimney DamPer with short hanDle sZk

SZK   x  -  CZ   2 
sheet thickness

material
nominal diameter DN

chimney damper

square

reducer

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Chimney dampers are produced in versions:
- with long handle for diameters 180 and 200 
- with short handle 120, 130, 150 and 160

Diameter DN Ø120 Ø130 Ø150 Ø160

Dw [mm] 121.0 131.0 151.0 161.0

L [mm] 193.0 203.0 223.0 223.0

Weight [kg] 3.20 3.50 4.00 4.50

RDkw

SZK

MEASUREMENTS
Aw/Bw

162 192 135 142 142 122 150

162 192 135 142 162 122 150

Diameter DN 200 200 200 180 180 150 150

Weight [kg] 2.60 3.10 2.60 2.25 2.35 1.80 2.40



7 3

14. aDaPtor rury elastyCznej Duoflex aD

14. aDaPtor rury elastyCznej Duoflex aD

CATALOGue

DARCO Sp. z o.o. | 39-206 Pustków Osiedle 48  Poland | Branch 39-200 Dębica ul.Metalowców 43 Poland|
phone: + 48 14 680 90 00 | fax: + 48 14 680 90 01 | www.darco.com.pl | e-mail: darco@darco.com.pl

Chimney connection system <SPK> 

19. Chimney DamPer „Do it yourself” set with short hanDle  szk-set 

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

SZK-SET   x  -  K  -  CZ   2
sheet thickness

material
version with short handle 

nominal diameter DN 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

20.Chimney DamPer „Do it yourself” set with long hanDle  szk-set 

chimney damper set 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Chimney dampers are produced in versions:
- with long handle for diameters 180 and 200 
- with short handle 120, 130, 150 and160

Diameter DN Ø120 Ø130 Ø150 Ø160

B [mm] 97.5 105.0 110.0 118.0

Dp [mm] 117.0 127.0 147.0 157.0

L [mm] 193.0 203.0 223.0 223.0

Weight [kg] 1.65 1.80 2.00 2.20

Chimney dampers are produced in versions:
- with long handle for diameters 180  and 200 
- with short handle 120, 130, 150 and 160

SZK-SET   x  -  D  -  CZ   2
sheet thickness

material
version with long  handle

nominal diameter DN 

chimney damper set

Diameter DN Ø180 Ø200

B [mm] 142.5 154.5

Dp [mm] 177.0 197.0

L [mm] 690.0 710.0

Weight [kg] 2.70 3.00

SZK-SET

SZK-SET
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21. Chimney DamPer with bloCkaDe sZkB

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

SZKB   x  -  CZ   2
sheet thickness

material
nominal diameter DN 

chimney damper with blockade 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

22. Chimney DamPer with long hanDle szk

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Chimney damper is produced in versions:
- with long handle for diameters 180 and 200 

Diameter DN Ø120 Ø130 Ø150 Ø160

Dw [mm] 121.0 131.0 151.0 161.0

L [mm] 193.0 203.0 223.0 223.0

Weight [kg] 3.20 3.50 4.00 4.50

Chimney damper is produced in versions:
- with short handle 120, 130, 150 and 160

SZK   x  -  CZ   2
sheet thickness

material
nominal diameter DN 

chimney damper

Diameter DN Ø180 Ø200 Ø220 Ø250

Dw [mm] 181.0 201.0 221.0 251.0

L [mm] 690.0 710.0 730.0 760.0

Weight [kg] 3.40 3.60 3.90 4.30

SZKB

SZK
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23.Chimney DamPer knob szk-reg

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

SZK  -  REG
knob

chimney damper

Destination 

- - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material CH - CH CH - stainless steel 1.4301

ML - ML ML - stainless steel 1.4301 
 powder coated

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

24. Chimney DamPer knob light  szk-reg-light

•	 Allows to connect the damper in angular fireplace hood (with usage of flexible 
shaft)

•	 Extreme damper positions are marked- „closed” (C) and „opened”(O)
•	 Creates an aesthetical covering of the chimney damper handle
•	 Secures the damper min/max opening positions
•	 gives a possibility to set the damper in any position
•	 Dismountable front panel (allows easy finishing of fireplace hood, also under the 

damper knob front panel)
•	 Does not get meaningly hot during operation

•	     Allows to connect the damper in an angular fireplace hood 
•	     Knob does not get hot during fireplace operation 
•	     Aesthetic covering of the chimney damper knob 
•	     Secures the damper min/max opening positions 
•	     Has a possibility to set damper in 8 positons 
•	     Suitable for chimney dampers with rod diameters: 8 and 10 mm

SZK  -  REG - LIGHT  -  B/CZ
white/black colour

knob
chimney damper

ADVANTAGES

Destination 

- - - W - ventilation ducts

S - - S - flue ducts  

D - - D - smoke ducts

Material CZ - - CZ - mild steel DCO1
powder coated

ADVANTAGES

SZK-REG

max. thickness of wall

SZK-REG-LIGHT

max. thickness of wall
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

25. flexible shaft sZk-reg-wg 

Compatible with chimney damper for diameter Ø 8 and Ø10 mm and knobs:  SZK-REg and SZK-REg-LIgHT

SZK  -  REG - WG

flexible shaft 

Destination 

- - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material CZ - CZ CZ - steel sheet (black)

SZK-REG-WG
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES DENOTATIONS / PRODUCT CODES

26. wall insert to CeramiC Chimneys wkc; wkc-s

WKC   x  /  y  -  CZ   2
sheet thickness

material
inner diameter of ceramic tee DC

nominal diameter DN

wall insert to ceramic chimneys

WKC   x  /  y  -  CZ   2  -  S
segmented version

sheet thickness
material

inner diameter of ceramic tee DC

nominal diameter DN

wall insert to ceramic chimneys

This wall insert protects the ceramic chimney tees from damages caused by thermal expansion of metal elements of the chimney connection.

TABLE OF VERSIONS AND AVAILABLE DIAMETERS

Diameter Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Ø120 WKC WKC WKC WKC-S WKC-S WKC-S WKC-S WKC-S

Ø130 WKC WKC WKC WKC-S WKC-S WKC-S WKC-S WKC-S

Ø140 WKC WKC WKC WKC WKC-S WKC-S WKC-S WKC-S

Ø150 WKC WKC WKC WKC WKC WKC-S WKC-S WKC-S

Ø160 WKC WKC WKC WKC WKC WKC-S WKC-S WKC-S

Ø180 WKC WKC WKC WKC WKC WKC WKC-S WKC-S

Ø200 WKC-S WKC WKC WKC WKC WKC WKC WKC-S

Ø220 WKC-S WKC-S WKC WKC WKC WKC WKC WKC-S

Ø250 WKC-S WKC-S WKC-S WKC-S WKC-S WKC WKC WKC

DC

DN

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

MATERIAL

WKC WKC-S
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27. Double - walleD wall insert wD

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

WD   x  -  CZ
material

nominal diameter DN
double-walled wall insert 

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 8 8 - sheet thickness 0,8 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

28. single-walleD wall insert wj

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 8 8 - sheet thickness 0,8 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dz [mm] 110.0 120.0 140.0 150.0 170.0 190.0 210.0 240.0

Dw [mm] 128.0 138.0 158.0 158.0 188.0 208.0 228.0 258.0

Weight [kg] 0.65 0.70 0.85 0.90 1.00 1.10 1.20 1.25

CAUTION!
Double-walled insert is used to secure the connection of the 
SPK element to the chimney duct with metal insert. 

WJ   x  -  CZ
material

nominal diameter DN
single -walled wall insert

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 128.0 138.0 158.0 168.0 188.0 208.0 228.0 258.0

Weight [kg] 0.30 0.35 0.40 0.42 0.45 0.50 0.55 0.60

WD

WJ
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29. female ConneCtor with anti-ConDensation ProteCtion zz

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

ZZ   x  -  CZ   2
sheet thickness

material
nominal diameter DN

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

30. male ConneCtor Zm

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dz [mm] 110.0 120.0 140.0 150.0 170.0 190.0 210.0 240.0

Weight [kg] 0.95 1.10 1.20 1.30 1.45 1.60 1.75 1.90

Fig. Diagram of connecting two straight pipes with the usage of ZZ female 
connector)

ZM   x  -  CZ   2
sheet thickness

material
nominal diameter DN

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Weight [kg] 0.40 0.45 0.50 0.55 0.60 0.70 0.80 0.90

female connector with anti-condensation protection

UWAGA! 
Female connector allows to connect two press-formed elements to each other 
and divert the connection schema.

male connector
CAUTION!
Male connector allows to connect the on site cut pipe ele-
ments to other elements of the SPK system.

ZZ

ZM

Fig. Diagram of con-
necting two straight 
pipes with the usage 
of ZM male connec-
tor)
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31. telesCoPiC wall insert with CeramiC roPe to CeramiC Chimneys wkk-cs

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

WKK-CS   x  /  y  /  45  -  CZ   2
sheet thickness

material
angle 45o

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

32. angular wall insert with CeramiC roPe wkk-ks

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

Diameter DN Ø150 Ø150 Ø180

DC 180.0 200.0 200.0

D 340.0 360.0 360.0

Weight [kg] 2.95 3.20 3.20

Telescopic wall insert allows to connect the stove/fireplace to 
the chimney at 45o angle.

sheet thickness

material
angle 45o

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

a [mm] 130.0 140.0 160.0 170.0 190.0 210.0 230.0 260.0

b [mm] 184.0 198.0 226.0 240.0 269.0 297.0 325.0 368.0

Diameter D 280 290 310 320 340 360 380 410

Weight [kg] 0.95 1.10 1.20 1.35 1.45 1.60 1.75 2.0

inner diameter of ceramic tee DC 

CAUTION!
Other inserts upon individual order 

nominal diameter DN
CAUTION!
The pipe element ending that is put into the WKK-KS wall 
insert shoud be cut at the proper angle, so the pipe does not 
go into chimney duct causing an obstruction.

nominal diameter DN

telescopic wall insert with ceramic rope 

angular wall insert with ceramic rope  

Angular  insert allows to connect the stove/fireplace to the chimney 
at 45o angle.

WKK-CS

WKK-KS
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33. angular wall insert with insulation wkk

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

WKK   x  / 45  -  CZ   2
sheet thickness

material
angle 45o

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 2 2 - sheet thickness 2,0 mm

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

34. rosette roz

Destination D D - smoke ducts

Material CZ CZ - mild steel DC01

Sheet thickness s 6 6 - sheet thickness 0,6 mm

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

a [mm] 130.0 140.0 160.0 170.0 190.0 210.0 230.0 260.0

b [mm] 184.0 198.0 226.0 240.0 269.0 297.0 325.0 368.0

Weight [kg] 0.95 1.10 1.20 1.35 1.45 1.60 1.75 1.90

Angular wall insert allows to connect the stove to                     
a chimney at 45o  angle. Thermal insulation protects 
ceramic chimneys from damages caused by thermal 
expansion of metal elements.

ROZ   x  -  CZ
material

nominal diameter DN
rosette

Diameter DN Ø120 Ø130 Ø150 Ø160 Ø180 Ø200 Ø220 Ø250

Dw [mm] 126.5 136.5 156.5 166.5 186.5 206.5 226.5 256.5

Weight [kg] 0.12 0.13 0.14 0.15 0.16 0.17 0.18 0.19

nominal diameter DN

CAUTION!
Pipe element ending that is put into the WKK wall insert shoud be cut at the 
proper angle, so the pipe does not go into chimney duct causing an obstruction.

angular wall insert with insulation

WKK

ROZ


